
ESS Fuses Frame 5
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Description
Socomec Frame 5 ESS series power fuses are specially engineered and tested 
to provide a premium protection in ESS and power distribution with currents from 
1250A to 3000A with a breaking capacity of 250kA.

Rated 
curent (A)

I²t (A²S) Power Loss 
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Reference
Package of

Pre-Acring Total Flush

1250 2 374 000 4 287 000 270 61S35125 1

1350 3 265 000 6 823 000 290 61S35135 1

1500 4 986 000 8 912 000 300 61S35150 1

1800 5 897 000 11 300 000 330 61S35180 1

2000 7 850 000 13 400 000 390 61S35200 1

2200 9 875 000 17 300 000 430 61S35220 1

2500 11 540 000 22 890 000 450 61S35250 1

2800 15 400 000 28 765 000 460 61S35280 1

3000 21 289 000 38 970 000 600 61S35300 1

General characteristics

•	Rated voltage : 	 1500 Vdc

•	Amp rating : 		 1250A – 3000A

•	Breaking capacity :	  250kA

•	Time constant : 	 10-15 ms

•	Class : 		  aR

•	Type 5 in this datasheet is without microswitch

•	Optional microswitch available 61S00001

StandardsOperating conditions

•	UL248-1 / -13

•	IEC 60269-1/ 60269-2 / IEC 60269-4

•	3th part TUV for IEC certification

•	RoHS and REACH Compliant

•	T° : -40°C – 120°C

•	Altitude -2000m / +5000m

•	Humidity : <50% @ 40°C, max 
90% @ 20°C

https://www.socomec.com


Dual dimensions   in/mm

CORPORATE HQ CONTACT: SOCOMEC SAS, 1-4 RUE DE WESTHOUSE, 67235 BENFELD, FRANCE.  
Print: 80 g/m2 - A4 > A6 - R/V - B&W. The bar code must be visible once the document is folded. Non contractual document. © 2024, Socomec SAS. All rights reserved.

Fluch

A
in 6,26

mm 159

B
in /

mm /

B2
in /

mm /

C
in 6,10

mm 155

D
in /

mm /

E
in 50,20

mm 158

F
in 6,22

mm 158

G
in 2,46

mm 62,5

H
in /

mm /

I
in 3,54

mm 90

J Bolt M12

Time current curves Temperature derating

Ambiant temperature in °C

Mounting type 3 : Flush

C

A E

J

I

G

G F


