
Se ries EJ, ER & EL

400-1200 amp top feed

en closed switches

             AND

Se ries EJB & ELB

400-800 amp bot tom feed

en closed switches

en closed
switches

Quick-make Quick-break Switches
for use with Class J, R & L fuses.

Bolted pres sure con tacts.

Par tic u larly rec om mended for use
as ser vice en trance equip ment.

Light weight alu mi num en clo sure
in tended for wall mount ing.

Type 1 or Type 3R con struc tion.

UL and C-UL listed by Un der writ ers Lab o ra to ries, Inc. un der
File No. E38735 as En closed Switches.  C-UL is list ing mark for
prod ucts used in Can ada.

6208 COM MER CIAL ROAD
CRYS TAL LAKE, IL LI NOIS 60014

PHONE (815) 459-6900
FAX (815) 455-7788

Bul le t in 112A

®



AP PLI CA TION:  Par tic u larly rec om mended for use as ser vice 
en trance switches.  May be used wher ever safety, per for mance and
con ti nu ity of ser vice are im por tant.  Alu mi num en clo sures make these
ideal for out door ap pli ca tions.

RAT ING:  400-1200 am peres, 240 and 600 volts AC, suit able for use
on a cir cuit ca pa ble of de liv er ing up to 200,000 RMS sym met ri cal
am peres at rated volt age.  400-600 Amp Top-Feed switches may be rated
600 volt AC/DC (spec ify when or der ing).

FUS ING: Se ries EJ & EJB switches ac cept Class J fuses.  Se ries ER
switches ac cept class R fuses.  For DC ap pli ca tions, use DC rated Class J
or R fuses.  Se ries EL switches ac cept Class L fuses.

TESTS:  Con ducted in ac cor dance with the Un der writ ers Lab o ra to ries
Stan dard for En closed Switches, UL 98.  Tests in clude: Heat ing Tests with
fuses in place, Over load, En dur ance, Di elec tric Strength, Close/Open
(make-and-break 600 per cent of its rated cur rent), Con tact Open ing,
With stand and Clos ing Tests.

FEA TURES:
-Fault cur rent rated
-Bolted pres sure con tacts
-Load break de sign
-Light weight alu mi num en clo sure
-Tease-proof Quick-Make Quick-Break op er a tion DI MEN SIONS IN INCHES (I.D.)

APPROX SHIPPING WEIGHT (3P-4W)

Ampacity A B C Lbs

400
600
800

1200

24
24
34
34

56
56
66
66

11
11
13
13

175
195
290
310

Ampacity No. of Wires Size

400
1
2

4 - 600 MCM
1/0 - 250 MCM

600 2 2 - 600 MCM

800 3 2 - 600 MCM

1200 4 2 - 600 MCM

TOP-FEED CAT A LOG NUM BERS

Volt age Amp 2P-2W 2P-3W 3P-3W 3P-4W 4P-4W*

240 AC

400
600
800
1200

ER225
ER226
EL227
EL228

ER325N
ER326N
EL327N
EL328N

ER325
ER326
EL327
EL328

ER425N
ER426N
EL427N
EL428N

ER425
ER426
EL427
EL428

600 AC†

400
400
600
600

EJ265
ER265
EJ266
ER266

EJ365N
ER365N
EJ366N
ER366N

EJ365
ER365
EJ366
ER366

EJ465N
ER465N
EJ466N
ER466N

EJ465
ER465
EJ466
ER466

600 AC
800
1200

EL267
EL268

EL367N
EL368N

EL367
EL368

EL467N
EL468N

EL467
EL468

BOT TOM-FEED CAT A LOG NUM BERS

Volt age Amp 2P-2W 2P-3W 3P-3W 3P-4W 4P-4W*

600 AC
400
600
800

EJB265
EJB266
ELB267

EJB365N
EJB366N
ELB367N

EJB365
EJB366
ELB367

EJB465N
EJB466N
ELB467N

EJB465
-
-

OP TIONAL FEA TURES:
View ing Win dow Al low ing Vis i ble Blades
Type 3R (rain proof)
120 VAC Shunt Trip Op er a tor, add suf fix -ST
     (Al ter nate 24, 48, 125 or 250 VDC coil)
EUSERC pad lock clip
Padlockable “ON” (man ual op er a tor only)
Painted fin ish (grey)
†Al ter nate 600 volt AC/DC rat ing
*Con sult Fac tory for S.U.S.E. Marker on 4P-4W

        SUG GESTED SPEC I FI CA TIONS

Ser vice en trance switches and all switches which
may be sub jected to high avail able fault cur rents
shall be UL Listed for use on cir cuits ca pa ble of
de liv er ing up to 200,000 RMS sym met ri cal
am peres.  Fuse ac com mo da tions shall pos i tively
re ject all non-cur rent-lim it ing fuses.  Switches shall
be bolted pres sure type, equipped with
Quick-Make, Quick-Break op er a tors al low ing full
man ual con trol with the springs re moved, as
man u fac tured by Boltswitch, Inc.

6208 COM MER CIAL ROAD    CRYS TAL LAKE,  IL  LI  NOIS 60014
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TER MI NAL LUGS INCLUDED, CU9AL


