
30-400 amp

240 & 600 vac, 125 vdc

fus ible and non-fus ible

en closed
pull out
switches

En closed Pull out Switches for use
with Class T, R, J, CC or CD fuses.

Par tic u larly rec om mended for use
as ser vice en trance equip ment and
me ter dis con nect switches.

Light weight alu mi num en clo sure
in tended for wall mount ing.

Type 1 (in door) / Type 3R (out door) con struc tion.

100, 200 and 400 amp units will ac cept dummy
fuses for non-fusible applications.

UL and C-UL Listed by Un der writ ers Lab o ra to ries, Inc. un der File
Num ber E131005 as En closed Pull out Switches.  C-UL is a list ing
mark for prod ucts used in Can ada.
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CRYS TAL LAKE, IL LI NOIS 60014
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AP PLI CA TION:  Par tic u larly rec om mended for use
as ser vice en trance switches and meter disconnect
switches.  May be used wher ever safety,
per for mance and con ti nu ity of ser vice are im por tant.  
Alu mi num en clo sures make these ideal for out door
ap pli ca tions.

RATING:  30-400 am peres, 240 and 600 volts AC,
suit able for use on a cir cuit ca pa ble of de liv er ing up
to 200,000 RMS sym met ri cal am peres at rated
volt age with fuses installed.  240 VAC Class T fus ible 
units are also suit able for use on 125 VDC cir cuits.

TESTS:  Con ducted in ac cor dance with the
Un der writers Lab o ra tories Stan dard for Pullout
Switches, UL 1429.  Tests in clude: Heating with
fuses in place, Over load, En dur ance, Di elec tric
Strength, Close/Open (make-and-break 600 per cent 
of its rated cur rent), With stand and Closing Tests.

FEA TURES:
- Fault cur rent rated
- Load break de sign
- Cable space be hind Pullout Switch
- Light weight alu mi num en clo sure
- Pad lock and wire seal provisions
- Pullout Switch visible through clear cover

WEIGHTS, DI MEN SIONS (INCHES, I.D.) AND TER MI NAL DATA

AMP Net Weight Height Width Depth Wire Range

30 13 lbs 17.25** 8.5 5.25 #2 to 14 AWG AL7CU

60 13 lbs 17.25** 8.5 5.25 #2 to 14 AWG AL7CU

100 13 lbs 17.25** 8.5 5.25 #1/0 to 14 AWG AL9CU

200 13 lbs 23   8.5 5.25 #1/0 to 300 MCM AL7CU

400 38 lbs 41.5 14 8.38
500MCM-2 AL7CU OR

TWO 250MCM-1/0 AL7CU

** May be increased to 23 (con sult fac tory for avail abil ity)
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CLASS T FUS IBLE

VOLTAGE AMP
CAT A LOG NUMBERS

2-P 2-W 2-P 3-W * 3-P 3-W 3-P 4-W *

240 AC/
125 DC

30 EPT321-2P ENPT321-2P EPT321 ENPT321

60 EPT322-2P ENPT322-2P EPT322 ENPT322

100 EPT323-2P ENPT323-2P EPT323 ENPT323

200 EPT324-2P ENPT324-2P EPT324 ENPT324

400 EPAT325-2P ENPAT325-2P EPAT325 ENPAT325

600 AC

30 EPT361-2P ENPT361-2P EPT361 ENPT361

60 EPT362-2P ENPT362-2P EPT362 ENPT362

100 EPT363-2P ENPT363-2P EPT363 ENPT363

200 EPT364-2P ENPT364-2P EPT364 ENPT364

400 EPAT365-2P ENPAT365-2P EPAT365 ENPAT365

CLASS R FUSIBLE

VOLTAGE AMP
CAT A LOG NUMBERS

2-P 2-W 2-P 3-W * 3-P 3-W 3-P 4-W *

240 AC
30 EPR321-2P ENPR321-2P EPR321 ENPR321

60 EPR322-2P ENPR322-2P EPR322 ENPR322

CLASS CC FUSIBLE

VOLTAGE AMP
CAT A LOG NUMBERS

2-P 2-W 2-P 3-W * 3-P 3-W 3-P 4-W *

600 AC 30 EPCC361-2P ENPCC361-2P EPCC361 ENPCC361

CLASS CD FUSIBLE

VOLTAGE AMP
CAT A LOG NUMBERS

2-P 2-W 2-P 3-W * 3-P 3-W 3-P 4-W *

600 AC 60 EPCD362-2P ENPCD362-2P EPCD362 ENPCD362

CLASS J FUSIBLE

VOLTAGE AMP
CAT A LOG NUMBERS

2-P 2-W 2-P 3-W * 3-P 3-W 3-P 4-W *

600 AC 30 EPJ361-2P ENPJ361-2P EPJ361 ENPJ361
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* Marked S.U.S.E. (Suit able For Use As Ser vice Equip ment)


